
Seamless � � � � �� � � � �� � � � �� � � � � wall:    
a true specialism!

Stock
Van Leeuwen Pipe and Tube is a specialist in seamless 
heavy wall tubes and holds of one of the most elaborate 
stocks in Europe. This stock is constantly adapted to 
changing needs in the market. New dimensions or wall 
thicknesses are regularly added to the existing stocks, that 
are spread over Europe. In the UK, seamless heavy wall 
tubes are stocked in Middlesborough. The main stock is 
located in Zwijndrecht, (Rotterdam area), in the Netherlands. 
Deliveries from this stock are made with weekly shuttles.

Euronorms
The material specifications for our stocks have recently been 
adapted to the new Euronorms. The seamless heavy wall 
tubes comply with the EN 10297 in the quality E355, 
combined with the EN 10210 in the quality S355J2H. 
This means, that the tubes are suitable for mechanical 
applications (E means engineering) as well as for construction 
purposes (S means structural). 
The impact properties are 27J average at -20°C. The tubes 
are delivered with material test certificates 3.1 (formerly called 
3.1b). according to EN 10204.

Service
Seamless heavy wall tubes are very often cut to specific 
lengths required by the customer. We have various cutting 
machines to supply you with these fix lengts, with small 
tolerances. We also provide the Heavy Wall Express® for 
quick deliveries in the Netherlands and Belgium.



Mechanical Properties (in N/mm²)

Chemical composition (in %)

C (max) 0,22
P (max) 0,035
S (max) 0,035
Si (max) 0,55
Mn (max) 1,60

Tolerances according to EN 10210

S355J2H  EN 10210

Minimum yield strength
Wall thickness � 16 mm 355
Wall thickness >16 � 40 mm 345
Wall thickness >40 mm 335

Tensile strength
Wall thickness < 3 mm 510-680
Wall thickness 3 � 65 mm 490-630

Minimum elongation
Longitudinal, wall. � 40 mm 22%
Longitudinal wall > 40 � 65 mm 21%
Transverse, wall � 40 mm 20%
Transverse, wall. > 40 � 65 mm 19%

Impact min. average
properties 27J at -20 °C

Outs. diameter  ± 1% with a minimum of ± 0,5 mm and a maximum of ± 10 mm
Wall thickness - 10% (plus-tolerance is determined by the tolerance on the mass)
Mass ± 6% on individual lengths
Out-of- 2% for dimensions with diameter to thickness ratio � 100  
roundness
Straightness 0,2% of the total length

E355  EN 10297

Minimum yield strength
Wall thickness � 16 mm 355
Wall thickness >16 � 40 mm 345
Wall thickness >40 mm 335 

Minimum tensile strength
Wall thickness � 65 mm 490
Wall thickness > 65 mm 470

Minimum elongation
Longitudinal 20%
Transverse 18%

Dimension range of stock programme
min max

Diameter 17,2 mm 660 mm
Wall thickness 2,6 mm 100 mm
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